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 Trailer Mounted Concrete Pump 
 Heavy Duty Engine 

 Best in the Class Hydraulic Pump 
 Inductive Proximity Driven Control 
 Wireless Remote Control System 

 High Pressure Washing Pump 
 Automatic Greasing on the Pump Cell Unit 

 Solid & Strong Design 
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Main configuration: 
 

 Ball catcher  
 Hydraulic outriggers  
 Hydraulic hopper gate  
 Vibrating hopper grill  
 Auxiliary hydraulic for shut off valve  
 Water tank  
 Max. Concrete Output (ROD Side) : 

33,8 m3/h to  71,2 m3/h 
 Max. Aggregate Size: 38mm 
 Heavy Duty S Tube: 180-125mm 
 Outlet Diameter: Ø125 mm 
 Diesel Engine: Yavuz (Standard), 

Cummins, Volvo, Kubota …  

(Turbocharged, water coolant, 
Euro-2 or Euro-3)  

 Engine Power: 41HP - 134HP 
 Hydraulic Main Pump: Rexroth or 

Linde  
 Max.Hydraulic Pressure: 420 bar 
  Control System: Inductive 

Proximity Driven 
 Optional Item: Wireless Remote 

Control System 
 Optional Item: High Pressure 

Washing Pump 
 Optional Item: Automatic Greasing 

on the Pump Cell Unit  
 

 
 

 Alter33 Alter44 Alter60 Alter71 

Max. Concrete Output 33,8 m3/h 44,4 m3/h 60,7 m3/h 71,2 m3/h 
Max. Concrete Pumping Pressure  98,8 bar 
Diesel Engine Power 41 HP 61HP 81HP 108HP 
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